20 



JAPANESE PATENT OFFICE 
PATENT JOURNAL 
KOKAI PATENT APPLICATION NO. SHO 63 [ 1988 ] -304 655 



Int. CI. 4 : 

Sequence No . for Office Use 
Application No.: 
Application Date: 
Publication Date: 
No . of Inventions : 
Examination Request: 



H 01 L 25/08 
A-7638-5F 

Sho 62[1987]-139713 
June 5, 1987 
December 12, 1988 
1 (Total of 4 pages) 
Not requested 



STACKED BODY MANUFACTURING METHOD 



Inventors 



Applicant : 



Kenichi Mizuishi 

Central Research 

Facility, 

Hitachi, Ltd. , 

1-280 Higashi-koigakubo, 

Kokubunji-shi, Tokyo 

Masahide Tokuda 

Central Research 

Facility, 

Hitachi, Ltd., 

1-280 Higashi-koigakubo, 

Kokubunj i-shi, Tokyo 

Hitachi, Ltd., 

4-6 Surugadai, Kanda, 

Chiyoda-ku, Tokyo-to 



Agents : 



Katsuo Ogawa, patent 
attorney, and 1 other 



[There are no amendments to this patent- ] 

Claim 

Stacked body manufacturing method characterized in that, in 
a stacked body made by stacking multiple substrates with adhesive 
layers between them, an adhesive that has fluidity at a specific 
pressure is disposed near an area on the outer perimeter of the 
aforementioned substrates and is made to flow into the spaces 
between the aforementioned substrates by further increasing 
pressure at the periphery to form the aforementioned adhesive 
layers . 



